
Tacoma Smelter Plume Site
Credible Evidence Report

Attachment A
Maximum Arsenic and Lead Concentrations
for Footprint Study Sampling Locations

Sampling Direction Distance Maximum Maximum Location
Location Code from smelter from smelter Arsenic Lead Type

(bearing, degrees) (in miles) (in ppm, DW) (in ppm, DW) (see notes)

South Vashon-Maury Island
1 18.12 9.70 67 79 2
2 21.66 9.67 120 370 2
3 16.46 8.88 120 520 2
4 16.54 9.08 54 170 2
5 11.12 8.10 85 140 2
7 15.12 8.38 48 140 2
8 19.55 8.39 90 330 2
9 21.67 8.49 110 260 2

10 23.67 8.19 67 88 2
11 19.94 8.14 41 60 2
12 18.65 8.00 51 110 2
15 11.87 7.62 39 210 2
16 11.71 7.46 99 210 2
17 8.04 7.51 64 110 2
18 8.75 6.74 25 67 2
19 10.81 6.67 39 48 2
21 16.01 7.29 210 530 2
22 23.93 6.99 88 430 2
23 23.93 6.99 150 170 2
24 23.93 6.99 100 410 2
25 14.45 6.60 45 57 2
27 8.95 6.55 54 140 2
29 0.40 6.44 110 73 2
30 0.61 6.17 110 300 2
31 2.62 6.21 52 99 2
32 6.16 6.20 63 53 2
33 8.44 6.26 200 290 2
34 15.43 6.47 100 650 2
36 6.76 5.83 120 190 2
37 2.06 5.94 76 86 2
40 6.68 5.57 130 180 2
41 8.77 5.56 80 290 2
43 6.82 5.26 58 320 2
44 4.26 5.31 75 180 2
46 -2.47 4.71 79 270 2
47 -2.47 4.71 36 90 2
48 -2.47 4.71 260 570 2
49 10.98 4.81 14 13 2
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Tacoma Smelter Plume Site
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Attachment A
Maximum Arsenic and Lead Concentrations
for Footprint Study Sampling Locations

Sampling Direction Distance Maximum Maximum Location
Location Code from smelter from smelter Arsenic Lead Type

(bearing, degrees) (in miles) (in ppm, DW) (in ppm, DW) (see notes)

50 9.18 4.33 160 320 2
51 -1.15 4.23 120 380 2
52 -2.47 4.71 130 220 2
53 -1.12 3.98 170 730 2
54 2.24 4.01 130 620 2
55 8.49 4.07 180 860 2
57 -2.00 3.79 180 230 2
58 -11.18 3.63 13 16 2
59 -9.30 3.52 160 820 2
60 -4.90 3.46 120 330 2
62 5.70 3.52 360 1300 2
63 3.64 3.19 130 400 2
65 -6.30 3.06 130 430 2
66 -8.08 3.20 220 460 2
67 -1.08 2.76 110 200 2
68 3.57 2.82 140 340 2
69 14.53 2.49 85 280 2
70 25.32 8.14 190 250 2
71 36.29 8.23 110 190 2
73 29.87 7.63 130 150 2
74 31.24 8.01 170 710 2
75 33.20 7.95 65 82 2
76 35.52 8.55 160 720 2
77 36.29 8.23 39 41 2
82 45.39 8.83 84 130 2
83 41.68 8.08 140 240 2
84 41.39 7.61 140 490 2
85 41.39 7.61 430 670 2
86 34.67 8.11 290 250 2
87 36.55 7.64 110 220 2
88 35.53 7.32 200 450 2
89 33.35 7.24 63 100 2
90 33.71 6.79 220 310 2
91 35.42 7.00 340 920 2
92 41.39 7.61 150 290 2
93 37.56 6.69 210 490 2
94 33.96 6.63 200 860 2
95 32.14 6.49 74 200 2
96 28.75 6.35 140 690 2
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Tacoma Smelter Plume Site
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Sampling Direction Distance Maximum Maximum Location
Location Code from smelter from smelter Arsenic Lead Type

(bearing, degrees) (in miles) (in ppm, DW) (in ppm, DW) (see notes)

98 30.09 5.93 130 770 2
99 33.71 6.44 150 400 2

100 31.10 5.73 150 250 2
101 31.10 5.73 180 370 2
102 31.10 5.73 370 370 2
103 31.10 5.73 230 400 2
104 28.76 5.68 200 220 2
105 24.48 5.05 170 130 2
106 28.64 4.92 230 940 2
107 26.34 4.72 240 500 2
108 29.45 5.32 30 41 2
109 25.50 4.41 190 460 2
110 28.39 4.46 280 850 2
111 30.16 4.59 270 920 2
112 34.14 4.38 460 1000 2
113 33.00 4.10 250 900 2
114 28.03 4.16 140 160 2

King County Mainland, Shoreline
1 72.96 4.76 79 170 2
2 70.80 7.08 39 62 2
3 78.35 7.20 54 190 2
4 45.64 11.21 160 230 2
5 40.62 12.06 260 460 2
6 45.64 11.21 79 180 2
7 45.64 11.21 21 21 2
8 40.62 12.06 24 41 2
9 60.24 10.32 160 790 2

10 60.24 10.32 50 85 2
11 60.24 10.32 120 580 2
12 36.31 12.31 170 290 2
13 36.31 12.31 42 47 2
14 29.85 14.63 52 110 2
15 29.85 14.63 28 66 2
16 29.85 14.63 9.6 11 2

North Vashon Island
1 7.66 14.37 11 21 2
2 7.75 14.01 6.5 17 2
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Sampling Direction Distance Maximum Maximum Location
Location Code from smelter from smelter Arsenic Lead Type

(bearing, degrees) (in miles) (in ppm, DW) (in ppm, DW) (see notes)

3 9.44 13.88 9.9 41 2
4 10.16 14.00 19 36 2
5 8.17 13.04 7.2 21 2
6 9.13 12.73 99 170 2
7 11.04 12.75 14 42 2
8 6.52 12.54 11 30 2
9 12.48 12.56 10 45 2

10 9.73 12.37 16 91 2
11 8.70 12.38 56 220 2
12 6.34 12.34 3.7 46 2
13 3.95 12.19 10 23 2
14 8.27 11.82 60 160 2
15 10.00 11.95 14 21 2
16 15.74 12.02 32 75 2
17 15.74 12.02 37 220 2
18 14.49 11.73 27 44 2
19 10.66 11.67 35 79 2
21 5.63 11.45 26 77 2
22 3.94 11.42 18 32 2
24 6.56 11.12 20 81 2
26 10.61 11.13 32 120 2
27 14.92 11.23 25 45 2
28 15.16 10.89 64 140 2
29 17.16 10.65 62 320 2
30 16.61 10.64 140 410 2
31 6.45 10.55 33 170 2
32 4.65 10.61 11 41 2
33 3.06 10.51 27 150 2
34 1.89 10.29 31 96 2
35 4.17 10.20 20 120 2
36 6.96 10.30 7.3 11 2
37 9.43 10.27 33 210 2
38 14.34 10.18 25 41 2
39 12.25 9.94 23 39 2
40 11.62 9.86 41 56 2
41 4.87 9.65 45 180 2
42 4.87 9.65 39 85 2
43 2.25 9.82 40 64 2
44 1.90 9.32 43 170 2
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Location Code from smelter from smelter Arsenic Lead Type

(bearing, degrees) (in miles) (in ppm, DW) (in ppm, DW) (see notes)

45 4.80 9.29 32 69 2
46 7.66 9.41 34 58 2
47 9.63 9.36 85 280 2
48 17.13 9.78 68 300 2
49 16.45 9.32 50 81 2
50 10.00 8.99 63 170 2
51 7.87 9.00 25 22 2
52 5.65 8.69 56 130 2
53 0.30 8.85 69 95 2
54 1.92 8.57 29 130 2
55 5.04 8.71 59 330 2
56 8.06 8.56 42 140 2
57 10.31 8.63 1.2 51 2
58 13.30 8.68 23 58 2
59 14.95 8.91 30 39 2
60 10.74 8.25 29 190 2
61 9.41 7.89 110 370 2
62 5.53 8.10 39 96 2
63 3.50 8.33 73 120 2
64 2.34 7.84 53 440 2
65 2.32 7.56 79 130 2
66 6.28 7.69 89 250 2
67 9.41 7.89 22 35 2
68 6.04 7.15 28 58 2
69 -0.82 6.84 47 210 2
70 -1.81 6.54 38 140 2

King County Mainland
2 39.25 21.62 49 300 2
3 38.45 22.01 35 170 2

11 36.19 24.99 25 94 2
14 43.12 26.69 6.8 29 2
18 54.36 22.47 17 110 2
19 49.98 20.08 26 100 2
20 55.01 21.38 26 73 2
21 60.82 15.92 11 67 2
23 69.58 15.59 24 62 2
28 67.45 16.88 29 54 2
30 59.17 18.85 51 200 2
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31 51.04 19.24 9.6 32 2
34 57.99 19.20 47 81 2
35 34.99 21.37 34 79 2
36 19.56 16.87 79 220 2
37 16.16 19.79 86 530 2
38 20.98 19.10 30 130 2
46 22.15 16.43 60 180 2
54 28.70 15.30 41 180 2
55 30.49 14.74 81 280 2
56 43.22 14.05 26 71 2
57 38.69 16.50 30 200 2
58 37.09 12.92 36 130 2
60 42.48 12.47 140 670 2
62 49.93 12.59 48 100 2
64 55.51 10.79 45 150 2
65 56.54 11.07 69 100 2
68 95.78 8.46 18 65 2
70 91.41 7.73 29 110 2
74 86.28 8.85 20 64 2
76 80.16 11.20 28 120 2
77 82.08 11.64 41 130 2
79 76.52 11.05 62 410 2
80 74.44 9.92 24 150 2
84 67.50 11.15 180 400 2
85 65.79 11.67 63 170 2
88 36.82 15.71 24 150 2
89 37.14 13.62 34 170 2
97 31.82 14.31 71 270 2

101 63.91 9.89 50 110 2
103 76.98 9.91 40 140 2
104 37.45 16.50 21 69 2
107 28.07 17.47 28 53 2
228 64.79 19.51 36 210 2
229 67.61 19.19 20 85 2
367 98.77 10.23 20 220 2
408 44.12 22.61 31 56 2
501 80.10 9.93 14 45 2
502 81.77 7.90 38 170 2
503 70.52 16.78 30 620 2
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504 90.37 7.28 32 220 2
505 49.48 23.28 44 190 2
506 69.18 14.81 14 75 2
507 23.07 17.53 17 37 2
508 99.63 10.74 24 180 2
509 27.35 20.22 23 110 2
510 62.98 15.84 7.5 18 2
511 52.86 17.92 27 99 2
512 47.77 21.79 47 160 2

Pierce County
102 257.70 -0.89 142 240 1
103 224.50 -0.87 114 107 1
105 136.50 -1.38 35.5 262 1
106 149.30 -1.22 136 390 1
107 161.60 -0.99 122 787 1
108 188.30 -1.03 233 875 1
110 221.40 -1.25 440 900 1
112 143.30 -1.72 30.2 509 1
113 156.20 -1.56 140 578 1
114 170.70 -1.33 61.3 673 1
115 186.90 -1.30 78.3 120 1
118 129.20 -2.68 21.8 259 1
119 133.60 -2.51 27.7 181 1
120 140.70 -2.23 21 129 1
121 148.80 -1.94 22.1 316 1
122 162.10 -1.77 56.1 194 1
123 171.40 -1.73 72.7 254 1
124 182.60 -1.73 81.1 144 1
125 198.50 -1.81 122 171 1
127 129.70 -3.30 27.1 928 1
128 133.30 -2.99 10.4 83.3 1
130 148.00 -2.56 48.8 662 1
131 156.30 -2.38 42.6 170 1
132 163.70 -2.26 26.1 197 1
133 175.70 -2.14 93.6 353 1
134 185.80 -2.15 28.8 75.2 1
135 196.10 -2.21 475 947 2
136 204.80 -2.31 105 138 1
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138 216.40 -2.68 112 286 1
139 134.70 -3.53 22.5 551 1
140 140.80 -3.28 20.1 594 1
142 151.80 -2.85 19.4 3050 1
143 159.80 -2.66 18.7 62.1 1
144 164.30 -2.59 23.9 205 1
145 173.20 -2.50 40.9 194 1
146 184.20 -2.58 25 47.9 1
148 201.70 -2.63 115 233 1
149 206.40 -2.77 16.1 26 1
150 148.50 -3.29 13.3 273 1
151 153.10 -3.18 17.3 6670 1
152 160.60 -3.00 21.1 288 1
153 167.10 -2.92 19.5 131 1
154 175.40 -2.85 37.6 461 1
155 198.70 -3.06 92.1 279 1
157 208.70 -3.32 58 338 1
159 151.90 -3.65 13.1 305 1
163 175.10 -3.22 13.6 272 1
165 187.80 -3.34 21.5 49.6 1
168 206.20 -3.66 58.5 108 1
169 211.00 -3.87 52.2 103 1
171 159.90 -3.86 12.3 56 1
173 170.00 -3.65 16.6 127 1
174 177.20 -3.58 18.5 94.8 1
175 181.60 -3.68 104 402 2
176 188.10 -3.70 74.5 227 1
178 200.20 -3.82 26.3 35.1 1
179 205.20 -4.02 50 103 1
180 208.10 -4.15 47.4 83.3 1
181 213.90 -1.32 1050 3990 2
203 200.90 -3.23 133 622 1
215 136.00 -2.12 39 276 1
241 144.00 -3.60 14.4 2820 1
242 137.90 -3.80 11.7 833 1
243 143.20 -4.14 16.6 792 1
244 145.60 -3.86 14.1 445 1
245 148.50 -4.23 10 136 1
247 164.50 -1.17 129 417 1
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299 209.30 -2.04 204 156 1
304 202.30 -4.38 70.1 425 1
306 162.50 -5.03 10.3 122 1
308 185.90 -4.80 25 88 1
309 193.40 -4.97 79 75 1
310 199.80 -4.97 52.9 144 1
311 205.60 -5.20 88 257 1
313 184.80 -5.39 17.5 37.5 1
314 189.60 -5.54 34.4 126 1
315 196.80 -5.77 19 80.4 1
316 201.80 -5.79 25.9 42.1 1
317 208.00 -6.09 29.1 48.3 1
319 177.80 -5.94 30.6 80.3 2
321 190.50 -6.18 46.4 298 1
323 200.40 -6.42 204 301 2
324 205.00 -6.58 15.6 82.7 1
327 183.70 -6.60 13.4 225 1
329 195.90 -6.65 76.8 410 2
331 201.60 -6.88 177 411 2
341 99.30 5.90 16.4 84 1
346 87.30 3.83 19.8 60.2 1
349 77.70 4.06 44.9 132 2
351 71.80 4.20 15.8 69.8 1
353 114.30 8.41 7.45 58.6 1
355 111.40 8.03 20.1 69.8 1
359 104.10 7.30 8.47 58.3 1
361 193.20 -4.66 88.3 176 2
362 202.50 -5.34 223 474 2
383 82.70 3.00 74.1 129 1
384 80.10 3.77 21.9 49.1 1
388 81.80 3.86 18.2 62.6 1
390 82.10 3.92 13.8 39.4 1
393 184.40 -4.16 20.3 98.1 1
396 151.60 -4.54 11.1 200 1
397 146.20 -4.87 20.7 443 1
401 170.20 -7.09 28.5 214 1
403 191.50 -7.38 69.1 108 1
409 189.10 -8.13 18.2 68.8 1
411 201.10 -8.21 90.1 209 2
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415 182.40 -8.80 19.8 333 1
418 197.20 -9.40 36.7 91.2 2
419 204.50 -9.62 51.9 268 2
420 207.70 -9.92 34.5 141 1
422 182.70 -9.82 12.9 54.3 1
423 186.70 -9.70 30 100 1
424 192.20 -9.94 33.4 102 1
425 198.20 -10.21 17.1 86.9 1
426 201.80 -10.29 30.4 68.7 1
441 177.00 -7.13 33.9 159 1
442 187.30 -9.27 10.9 172 1
444 196.10 -9.35 27.9 53.8 1
503 314.40 -3.92 64.5 111 2
504 297.00 -3.98 60.7 482 2
505 288.40 -4.54 25.5 83.6 2
509 288.90 -4.74 40.7 74.3 2
516 274.90 -4.16 25.1 58.6 2
518 265.20 -2.25 171 310 2
521 266.40 -4.13 56 122 2
524 255.70 -3.07 135 306 2
525 263.80 -3.20 71.8 187 2
527 244.50 -3.23 128 184 2
530 234.30 -3.58 163 577 2
531 239.50 -4.09 53.7 114 2
540 231.90 -5.91 97 248 2
542 237.80 -6.76 80.8 290 2
545 231.40 -6.81 88.9 152 2
546 225.20 -6.66 117 208 2
547 226.30 -7.06 182 336 2
550 247.40 -6.59 12.8 22.3 2
565 237.70 -4.33 69.2 358 2
570 298.40 -5.30 34 137 2
599 291.00 -3.25 25.1 49.4 2
601 291.00 -5.99 23.2 96.3 2
602 290.50 -7.18 8.72 23.5 2
604 278.40 -6.83 24.9 73 2
605 276.16 -7.99 11.8 37.7 2
606 273.10 -5.46 7.9 22.2 2
607 272.30 -6.56 34.3 84 2
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608 269.60 -7.96 14.7 43.6 2
609 256.40 -4.72 29.7 50.2 2
613 249.90 -7.21 20.7 57.2 2
614 258.10 -11.51 9.24 13.5 2
615 259.30 -12.79 3.76 15.5 2
616 260.10 -13.84 8.21 34.2 2
617 260.00 -14.84 7.18 33.9 2
618 253.50 -11.91 12.9 43 2
620 256.60 -13.93 11.5 40 2
621 257.50 -15.01 10.1 45.3 2
622 243.40 -10.04 9.53 31.3 2
624 249.80 -13.18 8.08 34.7 2
626 230.70 -9.05 28.4 61.5 2
628 237.80 -10.55 31.4 153 2
631 245.90 -13.71 10.3 46.9 2
632 247.70 -15.09 11.8 41.9 2
633 231.90 -10.80 18.1 51.1 2
635 243.60 -15.14 6.06 35.2 2
637 231.80 -12.76 10.6 36.2 2
638 237.10 -14.61 12 45.9 2
639 224.70 -12.76 62.5 91.8 2
640 227.60 -13.33 35.3 123 2
642 204.50 -11.17 51.7 202 2
644 225.80 -14.45 43.1 213 2
655 205.40 -15.11 91.6 390 2
657 210.70 -15.99 43.8 194 2
683 253.60 -7.30 11.3 35.4 2
687 229.30 -12.61 36.2 75.3 2
690 264.80 -6.47 29.6 136 2
696 201.20 -10.77 13.9 19.4 2
697 206.20 -11.84 99.2 199 2
698 207.20 -11.24 62.1 254 2
699 236.80 -11.20 18.6 137 2
703 320.50 -9.44 10.3 23 2
706 306.00 -12.89 4.43 17.4 2
707 302.10 -13.73 12.8 67.5 2
708 297.40 -15.29 8.53 65.8 2
710 326.90 -7.13 17 36.2 2
711 309.30 -9.50 2.99 8.9 2

Page 11



Tacoma Smelter Plume Site
Credible Evidence Report

Attachment A
Maximum Arsenic and Lead Concentrations
for Footprint Study Sampling Locations

Sampling Direction Distance Maximum Maximum Location
Location Code from smelter from smelter Arsenic Lead Type

(bearing, degrees) (in miles) (in ppm, DW) (in ppm, DW) (see notes)

713 299.70 -11.97 6.23 30.6 2
715 291.90 -14.65 5.35 33.9 2
717 315.60 -6.28 19.5 46.3 2
718 303.90 -7.22 12.5 37.4 2
724 276.40 -11.58 7.96 33.9 2
725 269.90 -12.02 4.98 10.8 2
801 233.40 -10.95 8.83 18.8 2
802 233.40 -10.20 30.6 89.7 2
803 226.80 -9.28 96.1 188 2
804 210.70 -16.26 59.4 67.6 2

NOTES:
Locations in Pierce County from south through northwest are arbitrarily assigned negative distances
     for plotting purposes.
Arsenic and lead concentrations are in parts per million (ppm), dry weight basis.
Location type codes are 1 = residential (disturbed), 2 = forested (undisturbed).

Page 12


